COMMUNITY DEVELOPMENT

PERMIT CENTER

CLEARANCES
FURNACE (M2)

CITY OF BELMONT
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CLEAR WORKING SPACE

PLAN VIEW OF FURNACE ROOM
SHOWING MINIMUM ACCESS,
MINIMUM WORKING CLEARANCE
AND MINIMUM ROOM SIZE.

b= 3" MIN.CLEAR WORKING SPACE
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FURNACE

MOTE:
SECTION 704, ITEM 1. EXCEPTION
REPLACEMENT FORCED-AR FURNACES OR
AR-CONOITIONING COOLING COWLS MAY BE
INSTALLED IN AN EXISTING CLOSET OR
ALCOVE WITH LESSER WIDTH WHEN
APPROVED 87 THE BUILDING OF FICIAL AND
PROVIDED THAT SUCH WIDTH IS IN
COMPLIANCE WTTH CONDITIONS OF LISTING.
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MODEL FGZ-2 1= B° 6" 0 0" 0 Cc 80.000

-A. CLEARANCE ABOVE BONNET
C CLEARANCE FROM FLUE OR VENT CONNECTOR IN ANY DIRECTION
F- TYPE OF FLOOR(“C“= COMBUSTIBLE. "NC”= NONCOMBUSTIBLE)

NOTE: WORKING SPACE
REQUIREMENTS SHALL BE

MAINTAINED AS REQUIRED !
IN OTHER SECTIONS OF mg‘u:g:g:éﬂ S
THE COOE. / 2

HEATING
APPLIANCE

2013
CA MECHANICAL CODE
904.2 & 305.0

TABLE
904.2

SECTION THROUGH FURNACE
CLOSET AND HALL
pe—— 30" (762 mm) MIN ~———==|
WITH DOOR OPEN
CLOSET u
HALL
WARM-
AIR DOOR
oo COMBUSTION
CHAMBER
OPENING
— | = 6 (153 mm)
MINIMUM REF.
TO SEC. 315,
ttem 7

REQUIRED MINIMUM CLEARANCE
ON ALL SIDES AND FRONT PER

INSTALLATION

ENCLOSURE DOOR WIDE
ENOUGH TO PERMIT REMOVAL
OR REPLACEMENT AND SERVICING.

BUT MINIMUM 24~ (610 mm) WIDE
FOR HEATING EQUIPMENT.
(REFER TO SECTION 314))

ONE TWIN PINES LANE, SUITE 110,

BELMONT CA 94002-3867 (650) 595-7422




